STANDARD TYPE

(UP TO 20 FEET IN DEPTH)

STANDARD MANHOLE
RING AND COVER

UP TO 20’ i

STANDARD STEPS
16” ON : 2

CENTER -
/-IFV A/.l/
; ‘ TOP DESIGNED

“ FOR HS—-20 LOADING
! MAY BE FLAT OR

48" |.D. " ECCENTRIC CONE
MIN.

PLASTIC CEMENT PUTTY OR
BUTYL RUBBER JOINTS

BRICK AND
MORTAR INVERT

o

/Z_z. 6" THICK WASHED

STONE BEDDING

FLAT TOP DETAIL

REVISIONS

DATE DESCRIPTION

DEEP TYPE

(OVER 20 FEET IN DEPTH)

STANDARD MANHOLE
RING AND COVER

STANDARD
STEPS 16" ON _ —
CENTER —~ | ‘o= * i e
. TOP DESIGNED
- - FOR HS—20 LOADING
, MAY BE FLAT OR
OVER 20 . 0" 1D 3 ECCENTRIC CONE
= MIN. AR
- . T PLASTIC CEMENT PUTTY OR
& —| BUTYL RUBBER JOINTS
- R &
BRICK AND / »
BRICK AN err MIN. 8” THICK WASHED

STONE BEDDING

FLAT TOP DETAIL

12"

ASHEVILLE

CITY OF ASHEVILLE, N.C.
ENGINEERING DEPARTMENT

PRECAST CONCRETE MANHOLE

STD. No.

JUNCTION BOX

8.05




